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Description
WP Series

eather Proof Telephone is designed for wall
mounting and suitable for outdoor installation.
Telephone enclosure is made of Aluminium alloy
casting which has suitable entries for wiring through
weather proof cable glands. Gaskets are provided for
weather proof protection. The PCB is housed inside the
chamber and the keypad is wired up through a sealed
nipple.
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Type of protection Weatherproof
Area Classification IP 65
Apparatus Standard IS - 13947 / 1993 / IEC 60529 / 1989

All dimensions are in mm
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  LED for indicating incoming calls.

 Metallic Dialpad

 Lighted Metallic Dial Key pad (Optional)

 Magnetic reed Switch activated handset

 Stainless Steel Flexible cord protects the wire to hand set
(Optional)

  Electronics coated with lacquer to prevent moisture

Salient  Features

WP 3000
WEATHERPROOF WALL MOUNTABLE TELEPHONE

Material : Cast Aluminium / LM6
Weight : 7.0 Kg (Approx.)
IP Protection : IP 65 as per IS 13947 / 1993 / IEC 60529 / 1989
Finish : Anti Corrosive Epoxy - Powder Coated
Cable Entry : 1 x ¾” ET (Max.)
Gasket : Neoprene
Hardware : Stainless Steel
Mounting : Wall mounting with supplied Brackets
Power : Line Powered

Mechanical Data

GA Drawing
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