
C
O

M
M

U
N

IC
A

T
IO

N

�www.baliga.com

Electrical Data

Mechanical Data

Description
EXC Series

lame proof Camera with a indirect entry design
terminal chamber. The main chamber houses a mini
camera with accessories such as Lens, Variable Voltage
adaptors etc., A Sun shield is provided on top to deflect
direct heat. A toughened clear glass protects the
camera front. Two cable entries are provided one each
for video and power and power connections and are
internally shielded to reduce interference.
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Note: The camera type, make, design can be of customer choice
and is mounted on a adjustable chassis for ease of operations

EXC 9001

Material : Cast Aluminium
Weight : 2.7 Kg (Approx.)
IP Protection : IP 65 as per IS:13947(PART1)-1993

IS:12063-1987 / IEC 60529 / 1987
Finish : Anti Corrosive Epoxy - Powder coated
Cable Entry : 2* 0.75"ET/0.5"BSP/NPT/M20
Gasket : Neoprene
Hardware : Stainless Steel
Temp. Class : T6 at max. temp. 30 deg cel.
Terminals : 6 nos. bakelite/PP/Nylon terminals

Element : ¼” , 1/3" CCD camera with 16 /25 /50 / 75mm
lens CCD B/W Image sensor (Std.)

Resolution : 330 TV Lines per Frame
Min. Illumination : 1 Lux
S/N Ratio : >20 dB
Supply : 230 V AC / 12 V DC
Power Rating : Up to 5 Watts
Lens : 3.6 mm Auto IRIS

FLAME PROOF MINI CAMERA

Type of protection Flame Proof - Exd  T6 IP 65
Area Classification Zone 1 & 2
Gas Groups Group II A, II B
Apparatus Standard IS-2148:2004(IEC 60079-1/2001)
CIMFR Certificate No. CIMFR/TC/SR/H1186
Approvals CCE, BIS

All dimensions are in mm

This serves as a low cost compact unit for localised
viewing of process or activity and compliments the main
Exd CCTV camera, EXC 9000.

A colour camera can be provided on specific request.
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Salient  Features

Refer the above note for customized Camera.

GA Drawing

CIMFR CERTIFIED, CCE & BIS APPROVED

malito:www.baligamf@baliga.com.
http://www.baliga.com
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